
Technical datasheet

KIP **-11M

Product description

KIP **-11M are one-sided Premium Matt inkjet papers.

The excellent colour reproduction of the printouts meets the highest demands.

For professional as well as for home use.

Physical characteristics KIP 90-11M KIP 12-11M KIP 16-11M

Grammage g/m² ISO 536 92 ± 10 120 ± 10 160 ± 10

Thickness µm ISO 534 110 ± 10 141 ± 10 180 ± 10

Moisture content % ISO 287 6,5 ± 1,0 6,5 ± 1,0 6,5 ± 1,0

CIE Whiteness ISO 11475 > 135 > 135 > 135

Opacity % % ISO 2471 > 90 > 91 > 94

Smoothness (Bekk) sec. ISO 5627 70 ± 30 70 ± 30 70 ± 30

Tensile strength CD kN/m ISO 1924-2 > 4,0 > 4,0 > 5,0

MD kN/m ISO 1924-2 > 1,5 > 1,5 > 3,5

Tear strength CD mN ISO 1974 > 450 > 670 > 950

MD mN ISO 1974 > 400 > 650 > 850

Printing properties

■ Black smear standard

■ Dye inks good

■ Pigmented inks very good

Typical applications

■ CAD drawings

■ Photo printouts

■ Labels

■ Presentations

General information

Storage Contact

Printing and application tests
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Our papers should be stored at a constant temperature of 23 ± 5 °C 
and a relative humidity of 50 ± 10 %. Exposure to strong sunlight or 
strong artificial light or the influence of aggressive chemicals should 
be avoided.

KANZAN Spezialpapiere GmbH
Nippesstrasse 5
52349 Dueren
Germany

Before using the product, we recommend to perform appropriate 
printing and application tests.

Tel.: +49 2421 5924-0
Fax: +49 2421 5924-29


